


Minimum 
Set­
back 
from 
Center 
Line of 

Street . From Street 

Caravan Ct. Major Blvd. Major Blvd. 10c . 

(Applicable only to property located in a Commercial 
District) (Minimum Setback from front property line) 

Carter St. Vineland Rd. Goldwyn Ave. 53 
Central Blvd. Texas Ave. Summerlin Ave. 40 
Central Blvd. Summerlin Ave. Crystal Lake Dr. 35 
Church St. West city limits Orange Blossom Tr. 40 
Church St. Orange Blossom Tr. Magnolia Ave. 35 

(In commercial zoned districts. and the I-G district. 
the minimum setback shall be 40 feet) 

Church St. Magnolia Ave. Liberty Ave. 40 
Church St. Liberty Ave. Thornton Ave. 35 

(In commercially zoned districts. and the I-G district. 
the minimum setback shall be 40 feet) 

Clay Ave. North city limits Orange Ave. 50 
Colonial Dr. 

(W) West city limits Tampa Ave. 50 
(Minimum setback from front property line) 

Colonial Dr. Tampa Ave. Orange Blossom Tr. 45 
(W) 

Colonial Dr. Orange Blossom Tr. Edgewater Dr. 50 
(W) (North Side) 

Colonial Dr. Orange Blossom Tr. Lake Dot Circle 50 
(W) (South side) 

Colonial Dr. Edgewater Dr. Garland Ave. 45 
(W) (North side) 

Colonial Dr. Lake Dot Circle Garland Ave. 45 
(W) (South side) 

Colonial Dr. Garland Ave. Orange Ave. 55 
(W) 

Colonial Dr. Orange Ave. Cathcart Ave. 45 
(E) 

Colonial Dr. Cathcart Ave. Hyer Ave. 40 
(E) 

Colonial Dr. Hyer Ave. Bumby Ave. 50 
(E) 

Colonial Dr. Bumby Ave. East city limits 75 
(E) 

Columbia St. West city limits Vineland Rd. 53 
West) 

Columbia St. Vineland Rd. Goldwyn Ave. 53 
Concord St. Springdale Rd. Bumby St. 40 

(In commercially zoned districts and the I-G district 
only) 
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Minimum 
\

Set­
back 
from 
Center 
Line of 

Street From Street 

Conroy Rd. West city limits Kirkman R~. 80
 
(North side)"
 

(South side)
 

Rd.
 

(Curry Ford Rd.) (Conway Rd. S.)
 

Dr.
 

St.
 

(Conway Rd.)
 

(West side)
 

(West side)
 

(East side)
 

Ave.
 

(Conway Rd. S.)
 

Conroy Rd. West city limits Kirkman Rd. 40
 

Conway Gardens Conway Rd. South City limits 40
 

Conway Rd. (E) Fern Creek Ave. Griffin Rd. 53
 

Conway Rd. (S) Curry Ford Rd. South City limits 53
 
Corrine Dr. Forest Ave. Bennett Rd. 40
 
Court Ave. Robinson St. Jefferson St. 35
 
Crystal Lake Robinson St. South city limits 40
 

Crystal Lake SCL Railroad Orange Ave. 40
 

Curry Ford Rd. Griffin Rd. East city limits 53
 

Delaney Ave. Michigan Ave. South city limits 40
 
DeSoto Circle Edgewater Dr. Lake Ivanhoe Blvd. 35
 
Division Ave. Robinson St. Gore St. 45
 
Division Ave. Gore St. South city limits 40
 
Dixie Belle Dr. Curry Ford Rd. Pershing Ave. 40
 
Dixie Belle Dr. Pershing Ave. Gatlin Ave. 53
 
Donovan St. West city limits Kitty Hawk Ave. 35
 
Edgewater Dr. Lee Rd. Courtland St. 53
 

Edgewater Dr. North city limits Par Ave. 50
 
Edgewater Dr. Par Ave. Lake Adair Blvd. 40
 

Edgewater Dr. Par Ave. Lakeview Ave. 40
 

Elwell Ave. E. Colonial Dr. Herndon Airport 40
 
Fern Creek Briercliff Dr. South city limits 40
 

Forest Ave. Corrine Dr. Nebraska St. 40
 
Forest Ave. Nebraska St. Virginia Dr. 35
 
Garland Ave. N. Orange Ave. South St. 40
 
Gaston Foster Lake Underhill Curry Ford Rd. 35
 

Rd. Dr.
 
Columbia St. Carter St. 53
Goldwyn Ave. 

Gore St. Tampa Ave. Primrose Dr. 40
 
Griffin Rd. Lake Underhill Dr. South city limits 53
 

Highland Ave. N. Orange Ave. Livingston St. 40
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Minimum 
Set­
back 
from 
Center 
Line of 

Street	 To Street 

Hillcrest St. ., Mills Ave. Bnmby;, Ave. 40 
(Only. in Commercial Districts and',the<I::"'G District) 

Ivey Lane ' North city limits Elston Lane 53··· 
Jackson St. SCL Railroad . Liberty Ave .. 40 
Jeffer,son St. SCL Railroad Palmetto Ave. 40 
Kaley St. West city limits Fern Creek Ave. 40 
Kirkman Rd. Conroy Rd. South city limits 25 

(Minimum setback from front property line) 
(Applicable only to that property located in a Commercial 
District) 

Lake Barton Rd. Colonial Dr. Curry Ford Rd. 75 
Semoran Blvd. 

Lake Ave. South St. Long St. 37.5 
(East side) 

Lake Underhill Palmer St. East city limits 53 
Rd. 

Lakeview St. Edgewater Dr. Lake Ivanhoe Blvd. ~5 

Lee Rd.	 Orange Blossom Tr;Edgewater Dr. ·75 
Legion Place . South Shore of Orange Ave. 40 

Lake Ivanhoe 
Livingston St. Orange Blossom Tr. Parramore Ave. 35 

(In commercially zoned districts. and the I-G district. 
the minimum setback shall be 40 feet) 

Livingston St. Parramore Ave. Lexington Ave. 40 
Livingston St. Lexington Ave. SCL Railroad 20 

(North side) from existing south 
property line of 
Cheney Commercial 
Center Subdivision 

Livingston St. Lexington Ave. SCL Railroad Existing 
(South side)	 south 

line of 
sidewalk 
(8-31-55) 

Livingston St. SCL Railroad. Highland Ave. 40 
(Center 
on ded­
cated 
R-O-W 

Livingston St. Highland Ave. Primrose Dr. 35 
(In commercial zoned districts. and the I-G district. the 
minimum setback shall be 40 feet) 

Livingston St. Primrose Dr. Maguire Blvd. 40 
Lorna Doone Blvd. Washington St. Church St. 40 
Magnolia Ave. N. Orange Ave. Church St. 45 
Magnolia Ave. Church St. Lucerne Circle 50 

North 
Maguire Blvd. Bennett Rd. Robinson St. 50 
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Minimum 
Set­
back 
from 
Center 
Line of 

Street Street 

Major niva., Kirkman Rd. Orlando-Vineland Rd. 15 
(Applicable 9nly,to·thatproperty located in'a Commercial 
District) 

(Minimum setback fro~front property line) 
Marks St. Garland Ave. N. Hampton St. 40 

(Formerly Glen­
donjo Dr.) 

Maury Rd. Rio Grande Ave. Edgewater Dr. 40 
McLeod Rd. Rio Grande Ave. Kirkman Rd. 53 
Mercy Dr. North city limits W. Colonial Dr. 53 
Michigan St. Isle·of Catalina Rio Grande Ave. 40 

at Gulfstream 
Michigan St. Rio Grande Ave. East city limits 53 
Mills Ave. North city limits Robinson St. 45 
Mills Ave. Robinson St. BriercliffDr. 40 
Monte Carlo Tr. Tampa Ave. Goldwyn Ave. 37.5 

(Portions thereof)
 
(Applicable only to that portion of Monte Carlo Trail
 
between Tampa Ave. and Goldwyn Ave. adjacent to property
 

;zoned R-1A) ./ 

Monte Carlo Tr. Tampa Ave. Goldwyn Ave. 40 
(Portions thereof) 
(Applicable only to that portion of Monte Carlo Trail 
between Tampa Ave. and Goldwyn Ave. adjacent to property 
zoned I-G or Commercial) 

Nashville Ave. Church St. Anderson St. 40 
Nebraska St. Mills Ave. Forest Ave. 30 

(In commercial zoned districts. and the I-G district. the 
minimum setback shall be 40 feet) 

Oak Ridge Rd R/W of Inter- R/Wof Fla. 53 
state 4 Turnpike 

Oak Ridge Rd. Kirkman Rd. Oak Ridge Rd. 53 
Realignment 

Orange Ave. Clay Ave. Church St. 45 
(Except the east side between New Hampshire St. and Yale 
St. the minimum setback shall be 35 feet) 

orange Ave. Church St. Gore St. 50 
Orange Ave. Gore St. South city limits 45 
Orange Blossom Tr. North city limits New Hampshire St. 25 

(Minimum setback from front property line) 
Orange Blossom Tr. New Hampshire St. South city limits 45 
Orange Center Goldwyn Ave. Tampa Ave. 50 

Blvd. 
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Minimum 
Set­
back 
from 
Center 
Line of 

Street Street 

Orlando-Vineland West city limits Kirkman Rd. 90 
Rd. 

(South side only) 
(On propertylocat~d in a Commercial District •. minimum 
setback shall be 105 feet) 

Orlando-Vineland West city limits Kirkman Rd. 15 
Rd.
 

(North side only)
 
(Applicable only to property located in a Commercial
 
Distri.ct). (Minimum setback from front property Li ne ): 

Orlando-Vineland . Kirkman Rd. Sunshine State Pkwy. 60 
Rd. 

(On property located in a Commercial District. a minimum 
setback shall be 75 feet) 

Orlando-Vineland Sunshine State McLeod Rd. 60 
Rd. Pkwy. 

Palmer St. Crystal Lake Dr. Lake Underhill Rd. 53 
Palmetto Ave. Livingston St. Robinson St. 40 
Par St. Maury Rd. Clay Ave. 40 
Parramore Ave. W. Colonial Dr. Gore St. 35 

(In commercially zoned districts minimum setback is 40 
feet) 

Pershing Ave. Dixie Belle Dr. East city I imi ts 53 
Pine Hills- Carter St. Conroy Rd. 53 

Mission Rd. 
Extension 

Pine St. Hughey Ave. Rosalind Ave. 40 
Primrose Dr. Prim Dr. E. Colonial Dr. 40 
Primrose Dr. E. Colonial Dr. E. South St. 53 
Primrose Dr. South St. South city limits 50 
Princeton St. Rio Grande Ave. Ann Arbor Ave. 35 

(In commercially zoned districts. and the I-G district. 
the minimum setback shall be 40 feet) 

Princeton St. Ann Arbor Ave. Alden Rd. 40 
(In commercially zoned districts. and the I-G district. 
the minimum setback shall be 53 feet) 

Princeton St. Alden Rd. Mills Ave. 60 
Radebaugh Rd. Interstate 4 Oak Ridge Rd. 53 
Raleigh St. West city limits Kirkman Rd. 53 
Raleigh St. West city limits Lennox 53 
Republic Dr. Interstate 4 Sand Lake Rd. 53 
Rio Grande Ave. Maury Rd. Smith St. 40 
Rio Grande Ave. Church St. Grande St. 40 
Robinson St. Orange Blossom Tr. Crystal Lake Dr. 40 
Rosa I ind Ave. Livingston St. Anderson St. 40 
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Minimum 
Set­
back 
from 
Center 
Line of 

Street .To Street 

Semoran Blvd. Co;lonia;l: Dr-, Curry Ford Rd. 75 
(Lake Barton Rd.) 

Silver Star Rd. West city limits Orange Blossom Tr. 53 
Smith St. Rio Grande Ave. Ann Arbor Ave. 35 

(In commercially zoned districts. and the I-G district. the 
minimum setback shall be 40 feet) 

South St. Rio Grande Ave. Crystal Lake Dr. 40 
(Between Orange Ave. and Magnolia Ave. center line of 
street shall be section line) 

Summerlin Ave. Marks St. . Kaley St." 40 
Tampa Ave. West Colonial Dr. South city limits 40 
Twenty-Seventh St. Interstate 4 Division Ave. 40 

(North side) 
Underhill Dr. South St. Palmer St. 53 
Vineland Rd. Columbia St. McLeod Rd. 53 
virginia Dr. Orange Ave. Mills Ave. 40 
Virginia Dr. Mills Ave. Forest Ave. 35 

(In commercially zoned districts. and the I-G district. 
the minimum setback" shall be 40 feet) 

Washington St. West city limits Rosalind Ave. 40 
W"e-stmoreland Dr. W. co i onfa t Dr. South city limits 40 

Alternate Route for State Road No. 500 (U.S. No. 441). All of 
that portion of the following described property lying within 
the corporate limits of the city: 

A strip of land lying 75 feet right and 75 feet left of the 
following described center line: 

Commencing at a railroad spike on the South Quarter corner 
of Section 4. Township 23 South. Range 29 East. run thence 

89046' 45"south west 372.89 feet. thence north 
36057'00" west 451.71 feet to the point of beginning: 
said point being the P.C. of a curve. thence along a curve 

36057'36".to the right having a central angle of a 
radius of 1.909.86 feet. an arc distance of 1.232.00 feet 

00000'36"to the end of curve. thence north east 411.00 
feet to the P. C. of a curve. thence along a curve to the 

41045'16".right having a central angle of a radius of 
1.909.86 feet. an arc distance of 1.391.81 feet to the end 

41045' 52"of curve. thence north east 70.02 feet to the 
P.C. of a curve. thence along a curve to the left having a 
central angle of 41053' 58". a radius of 1. 909.86 feet. an 
arc distance of 1. 396.65 feet to the end of curve. thence 

00008'06"north west 516.14 feet to the P.C. of a curve. 
thence along the curve to the right having a central angle 

45008'06".of a radius of 1.909.86 feet. an arc distance 
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of 149.89 feet to a point on the north section line of said 
Section 4, said point being south 87°30'45" east 5.96 
fee~ from the North Quarter corner of said Section 4. 

Also: A strip of land lying 75 feet right and 75 feet left of 
the following described center line: 

Commencing at the South Quarter corner of Section 33, 
Township 22 South", Range 2,9 ,Ei;lS,t,r run thence south 
87030 I 45 n east along the. section,S .96 feet to a point on 
a curve concave to the 's6ritheast, said point being the 
point of beginning; thence along said curve to the 
northeast having a central angle of 45008 106" a radius of 
1,909.86 feet, an arc distance of 1,354.61 feet to the P.C. 
of the curve, thence north 45°00'00" east 274.61 feet to 
the P. C. of a curve, thence along a curve to the left 
having a central angle of 44°57 145", a radius of 1.909.86 
feet, an arc distance of 1,498.75 feet to the end of curve, 
then north 00°02 I 15" east 60.08 feet, thence north 
00001'30" west 1,324.43 feet, thence north 00°04'06" 
west 499.46 feet to the P.C. of a curve, thence along a 
curve to the right having a central angle of 12°27' 44", a 
radius of 1,909.86 feet, an arc distance of 415.41 feet to 
a point of reverse curve (P.R.C.), thence along a curve to 
the left having a central angle of 12°27' 44", a radius of 
1,909.86 feet an arc distance of 415.41 feet to a point 
being the end of curve, said point being north 89°27 I 45" 
east 45.00 feet from the northeast corner of the NW 1/4 of 
the NE 1/4 of Section 33. 

Also: A strip of land lying 75 feet right and 75 feet left of 
the following described center line: 

Commencing at the southeast corner of SW 1/4 of the SE 1/4 
of Section 28, Township 22 South, Range 29 East, run thence 
north 89°27'47" east along the section line 45.00 feet to 
the point of beginning; thence north 00°20' 30" east 
1,329.89 feet, thence north 00°16'30" east 1,330.77 feet, 
thence north 00°18 100" east 2,649.91 feet to a point on 
the north section line of said Section 28, said point being 
north 89050 I 00" east 45.00 feet from the northeast corner 
of the NW 1/4 of the NE 1/4 of said Section 28. 

Sections 58.3112 - 58.3120 - (RESERVED) 
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FIGURE I II -1:	 MAJOR THOROUGHFARE STREET 
DESIGNATIONS"" 

(Major'Thorouqnfares will be listed 
here'bycaf~qory) 

(RESERVED) 

'.'. .' 
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(Maps of designated Major Thoroughfares 
will go here) 

(RESERVED) 
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J 

FIGURE 111-2:	 MINIMUM TYPICAL DESIGN SPECIFICATIONS FOR 
MAJOR THOROUGHFARES 

(RESERVED) 
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(RESERVED)
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L.DCAL PUBLIC 
:.:'.••.•.•.,.. PI,············.··.. ··E'··.,..···· '.' N' .'.. A'· .. ··D·

, '';''.'-~~:.~ ..: - " ,"." ': ," "-;':" ":;" .. ,-~- .. ,< .:- "".'. :'" 

RIGH.,..-OF-\NAV 
DESIGN 

Section 58.3121.
 
Purpose of Street
 
Design Requirements
 

The street design re­

quirements of this
 
Part are intended to
 
provide minimum stan­

dards for pUblic
 
streets serving the
 
various uses per­

mitted by this Chap­

ter to protect the
 
capacity of the
 
City's street system
 
and avoid undue con­

gestion on those
 
streets. and to less­

en unnecessary con­

f 1 icts between moving
 
vehicles. parked ve­

hicles and pedes­

trians.
 

Section 58.3122. General Requirements 

All streets sha 11 be des igned in accordance with the specif i ­
cations of Figure 111-3 and the following: 

Criteria for Naming Streets - A uniform street naming system is 
hereby established. The names of new streets and name changes 
for existing streets shall conform to the following criteria: 
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-----

(a) Eli~ihation of duplication ofstteet names. 
. .. .". . 

(b) Elimination of of'fensiveorcoI16lS ing s t r e e t names. 

(c)	 Continuation of the use of the term "avenues" for 
north-south roadways and "streets" for east-west 
roadways. 

(d)	 Coordination with City-wide- and County-wide emergency 
services agencies to eliminate inter jurisdictional 
confusion. 

Review ·of Proposed Street Names - The proposed names of all new 
streets shall be submitted to the City Engineer for review for 
compliance with the established street name policy as part of 
Preliminary Subdivision Plat Review. In the event the proposed 
name is not in compliance with the established street name 
pol icy the City Engineer sha 11 so advise the appl icant. The 
owner sha 11 revise the proposed name and resubmit it to the 
City Engineer for review and approval. 

Coordination with Existing Street Patterns - The street layout 
in all new developments shall be coordinated with and 
interconnected to the street system of the surrounding area. 
Streets in proposed subdivisions shall be connected to platted 
streets in adjacent areas wherever feasible and deemed 
necessary by the City. to allow for proper inter-neighborhood 
traffic flow. 

Street Stub-outs to Abutting Properties ~------Wherever a proposed development Abuttingabuts unplatted land or a future 
unplatted :------ ­development phase of the same 

t ­development. street stubs shall be land 
W

provided as deemed necessary by the W 
City to provide access to abutting 

t ­(I--:_ a: 
properties or to logically extend the OO 
street system into the surrounding >­area. All street stubs shall be oo 
provided with temporary turn-arounds stub-out t~~~~=- -e 

wor cul-de-sacs unless specifically 
exempted by the Transportation 
Engineer. and the restoration and 
extension of the street shall be the 1------ ­
responsibility of any future developer 
of the abutting land. 

Location of Street Centerlines The location of the 
centerlines of all existing street rights-of -way sha 11 be as 
determined by the City Engineer. 
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FIGURE 111-3: MINIMUM.LOCAL~TREETDESIGN SPECIFICATIONS 

NOTE: 

A. LOCAL COMMERCIAL AND INDUSTRIAL STREETS 

1. . ...• Minimum Right,,-of....waywidth - 70 ft .. 
2. Minimum Asphalt Pavement Width - 40 ft. 
3. Estimated ADT - (RESERVED) 
4. DesignConfiguration- (RESERVED) 
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B.	 LOCAL RESIDENTIAL STREETS: 

NOTE:	 REVIEW THE CONTENT OF THIS CHART AFTER 
TH,OROUGHFARE PLAN IS COMPLETE. 

Principaftocal st r ee t s e 

1.	 Minimbm Right-of-Way Width - 60 ft. 
2.	 Minimum Asphalt Pavement Width - 24 ft. 
3.	 Estimated ADT - (1000' Max.) . 
4.	 Design Configuration - (RESERVED) 

Minor Local Streets: 

1.	 Minimum Right-of-Way Width - 50 ft. 
2.	 Minimum Sidewalk Easements Width - 5 ft. (each side) 
3.	 Minimum Asphalt Pavement Wldth - 24 ft. 
4.	 Estimated ADT - (450 Max.) . 
5.	 Design Configuration - (RESERVED) 

One-Way	 Local Streets:* 

1.	 Minimum Right-of-Way Width - 50 ft. 
2.	 Minimum Asphalt Pavement Width - 16 ft. 
3.	 Maximum Dwelling Units - 15 units 
4.	 Design Configuration - (RESERVED) 

*	 One-way local streets are permitted only at the 
discretion of the City Transportation Engineer and 
Planning Official. See Section 58.3123. 
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Section 58.3123. Requirements for Specific Types of Streets 

Cul-de-Sacs - CUl-de-sacs for lOcal streets shall not exceed 
the following s t and a r d.s.e 

. . 

(a)	 One Family Developments -not over 30 dwelling units 
(b)	 Other Residential Develppments,~ not over 700 ft. 

in length . 
(c)	 Non-Residential Developments - not over (RESERVED) ADT 

Design specifications for CUl-de-Sac turn-arounds shall be as 
follows: 

(a)	 Minimum Right-of-Way Width - 100 ft. 
(b)	 Minimum Pavement Width - 80 ft. 

One-Way Local Streets - One-way local streets may be permitted 
at the discretion of the City Transportation Engineer and 
Planning Director where the proposed street will not be over 1 
block long and will serve no more than 15 dwelling units. Their 
determination shall be based on the environmental constraints 
of the site; the contribution to improved site design made by 
the proposed street; the number of dwelling units to be served; 
the affect which the street may have on traffic flow, traffic 
volumes and safety in the area; and the length of the proposed 
street. 

Section 58.3124. Requirements for Intersections and Curves 

NOTE:	 ALL INTERSECTION AND CURVE SPECIFICATIONS WILL BE 
REVIEWED AS PART OF MAJOR THOROUGHFARE PLAN 
PREPARATION. 

All intersections and curves shall be designed in accordance 
with the specifications of Figure 111-4 and the following: 

Right Angle Inters~ctions Preferred - Streets shall be designed 
so as to intersect as nearly as possible at right angles. The 
approach to an intersection should be approximately at right 
angles for a minimum of 150 feet on thoroughfares and 100 feet 
on local streets. 
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FIGURE 111-4:	 MINIMUM TYPICAL INTERSECTION DESIGN 
REQUIREMENTS 

(RESERVED) 
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Relationship to Existing Inter­
sections New int~rsections 
to an existing street shall 
wherever practical be located 
directly across from any 
existing intersection on the 
opposite side of the street~ 

so as to form a single 
four-way intersection. Other­
wise. intersection spacing 
shall conform to the spec­
ifications of Figure 111-4. 

Increased Thoroughfare Right­
of-Way at Intersections - The 
minimum right-of-way width for 
thoroughfares shall be in­
creased by 10 feet on each 
s ide wi thin 150 feet of every 
intersection. to permi t proper 
intersection design. 

Reductions in Intersection spacing The minimum spacing 
requirements of this Section may be reduced upon finding by the 
ci ty Transportation Engineer that. given the par t Lcu Lar 
conditions of the proposed development. the minimums cannot be 
met and such reduction will not compromise operational and 
safety standards. 

Curve Radii - Curve radii on all streets shall be adequate for 
the design speed of the street a determined by the City 
Engineer in accordance with/professional engineering standards. 

Street 
curvilinear 

Curves - Less 
design. 

Than 70 

Street Curves 
design or an "L" 

70 
inte

Change 
rsection 

or 
de

More 
signed as 

Sha 11 
follows: 

use curvi 1 inear 

(RESERVED) 

Section 58.3125. Bridges 

Bridges shall be designed in accordance with the design 
criteria of the AASHTO Standard Specifications for Highway 
Bridges. latest edition. Bridges shall be constructed with 
curbs. the required paving width. and. in add it ion. s idewa lks 
and bikeways the same as required elsewhere. except on dual 
bridges where sidewalks shall only be required on the outer 
side of each bridge span. Approach guardrails or fences shall 
be provided as required by the (Public Works Director). 
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Section 58.3126. Sidewalks 

Sidewalks shall be provided on both s ides of all streets in 
accordance with the requirements of Figure 111-5 and the 
following: 

Modification of5.idewalk Location - Th~ City Engineer shall be 
authorized to approve· or require. modifications in sidewalk 
loca t ions to accommodate unique des ign or to protect exis t ing 
trees. 

Waiver for Short CUl-de-Sacs The City Engineer shall be 
authorized to waive sidewalk requirements for short residential 
cul-de-sacs. where he finds that sidewalks are unnecessary in 
the specific case. 

Sidewalk/Bikeway Trade-offs in Cluster Development - In CluBter 
Development. Attached Dwelling Development. Multiplex 
Development. and Mobile Home Developments. a single paved 
walkway at'least 7 feet in width may be allowed in lieu of the 
required sidewalks on local streets only. when the walkway 
forms part of an integrated bicycle & pedestrian system in 
common or dedicated open space. 

Sidewalks Always Required Near Schools - Notwithstanding any 
other provis ion of this Chapter. all streets with a one mi Le 
radius of any. elementary. junior high or high school shall be 
provided with sidewalks on both sides. 

Section 58.3127. Street Trees 

Location - Canopy trees shall be planted in the parkways on 
both s ides of the street. at interva Is of not more than one 
tree per 50 lineal feet or - less than one tree per 100 lineal 
feet. the exact distance dependent on the judgment of the Parks 
Official to meet local conditions. except where a tree planting 
will jeopardize the proper functioning of public utilities. 
conflict with other City ordinances. or be in too close 
proximity to existing natural trees. 
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